Technické novinky vyrobce Nippon Chemi-con

Nippon Chemi-Con kondenzatory uréené vyhradné pro audio aplikace.

Nippon Chemi-Con nabizi Sirokou Skalu kondenzator( pro audio zafizeni, jako je
domaci kino, high-end audio systém a PC.

Specidlni audio-ladici mistnost

Vyzkumné a vyvojové oddéleni ma k dispozici ladici mistnost, postavenou
specialné pro vyvoj kondenzator( pro audio aplikace.

V této mistnosti se provadi testy kvality zvuku za pouziti rGznych materidlQ
kondenzatord, pro nalezeni idedIni kvality vysledného zvukového efektu.

Pro vice informaci, prosim kontaktujte: info@wittig-electronic.cz

WITTIG ELECTRONIC | Primyslova 2451/4 | CZ-480 01 Boskovice | Tel.: +420 515 550 805
Fax: +420 515 550 810 | info@wittig-electronic.cz | www.wittig-electronic.cz
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For high quality sound th]: rlch expression close to
its natural sound.
Best suited for HiFi, AV receiver, Home theater, etc.

AVH series
FIVIBEIALT Y (J—KF)
Aluminum Electrolytic Capacitors (Radial lead type)

*Rated voltage range : 16 ~ 50V
»Capacitance range : 100 ~ 4,700 u F
*Case size : 8% 11.5L ~ ¢ 18X 35.5L

AKY series
FIVIBHEIACTH()—FFE)
Aluminum Electrolytic Capacitors (Radial lead type)

*Rated voltage range : 16 ~ 50V
»Capacitance range : 100 ~ 10,000 uF
*Case size : 8% 11.5L ~ ¢ 18x35.5L

AJ series
TIVIEHEILT Y (EREILE)
Aluminum Electrolytic Capacitors (Snap-in type)

*Rated voltage range : 63 ~ 80V
*Capacitance range : 6,800 ~ 22,000 u F
*Case size : $ 30X 55 ~ 65L., ¢ 35X 45 ~ 80L
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Low ESR capacitors for noise reduction of digital block area and
for sound quality tuning.

APS series
BEMSSF7IIEFEREI T U (U —FF)
Conductive Polymer Aluminum Solid Capacitors(Radial lead type)

»Rated voltage range : 2.5v ~ 16V
»Capacitance range : 100 ~ 820 uF
*Case size : 6.3 X5L ~¢p8X8L

APX series
BEMSSF7NVIBGERIC T U (Fv TH)
Conductive Polymer Aluminum Solid Capacitors(Chip type)

*Rated voltage range : 2.5v ~ 25V
»Capacitance range : 15~ 390uF
*Case size : p5X5.8L ~¢$6.3x5.8L

AHS series
BEMESPFNITYYRTZILIBREILT Y ()—KH)
Conductive polymer hybrid aluminum electrolytic capacitors (Radial lead type)

*Rated voltage range : 25 ~ 63V
»Capacitance range : 100 ~ 330 uF
*Case size - ¢ 10X 12.5L

S¥EBEEFa1—=0 : 1'6 =8 -
Fu TR Y,
SEEZEKRLES 7]"&‘/ MCRiE,
Radial lead and chip type capacitors for high quality sound and
powerful multichannel sound tuning.
Best suited for high quality car audio systems.

MAK series AKYV series
PIVIBREIALT B (FyTH) FIVIEBRaA T Y
Aluminum Electrolytic Capacitors(Chip type) (U — K#2)

“Rated voltage range : 6.3 ~ 50V Aluminum Electrolytic
»Capacitance range : 1.0 ~330uF Capacitors
*Case size : p4X5.2L ~¢p8X6.3L (Radial lead type)

& *Rated voltage range : 16 ~ 35V
MAR series »Capacitance range : 680 ~ 8,200 uF
FIIBRALT Y (F v TH) “Case size 1 ¢ 10X 20L ~ ¢ 18x25L
Aluminum Electrolytic Capacitors(Chip type)

*Rated voltage range : 6.3 ~ 50V
*Capacitance range : 22 ~ 1,000 u F
*Case size : $8X6.3L ~¢p 10X 10L

MAY series
FIVIERIALT Y (FvTH)
Aluminum Electrolytic Capacitors(Chip type)

*Rated voltage range : 6.3~35V
»Capacitance range : 47~1,500 u F
*Case size 1 $6.3X7.7L ~¢p 10X 10L

Low profile radial 1éadj:}*p‘e,:c_m$acitors intended for

PC motherboard with
higher quality sound system.

ARI series
FIVIBREILT Y () —KF)
Aluminum Electrolytic Capacitors
(Radial lead type)

+Rated voltage range : 6.3 ~ 50V
»Capacitance range : 1.0 ~100uF
*Case size : p4X5L ~ ¢ 6.3X5L



